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Installation Instructions 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 

Step 1:  Shade Box Installation 
The Premium Skylight has been shipped as two connected units.  The Motor 
Side Box includes the motorized tube assembly and the Shade Side Box 
includes the shade band mounted to the roller tube.  These two units are 
held together by operating draw cords in conjunction with the spring  
tension device concealed inside the shade’s roller tube.   
 
Important Note:  Do not remove either the shade roller or the motor roller 
from their brackets.  The spring roller mechanism is pre-tensioned at the 
factory and removing  either unit from its brackets will change the tension 
setting. 
 
Keeping the two boxes together, have an assistant hold the Motor Side Box 
while you position the Shade Side Box in the top of the window opening 
with the smooth side facing down towards the floor.  The shade can be 
mounted flush with the lower edge of the opening, recessed, or in some 
cases dropped slightly below the lower edge.  Making sure the boxes are 
both level, mark the position of the boxes.  Install the Shade Side Box first by 
drilling the self-tapping screws through the back of the fascia and into the 
window frame or mounting surface.  Set the two outer installation screws 
approximately 3” from each end.  Then, install each additional screw ap-
proximately every 12”.  In order to fix the installation screws and to get 
them around the shade rollers, it is critical to use a hex drive bit with an 
extended shaft and place the screws at a slight angle.       

Step 2:  Motor Box Installation 
Pull the Motor Side Box out from the Shade Side Box and hold it in position 
in the bottom of the opening.  This extends the shade to its closed position.  
Operate the motor to open the shade.  This allows access to the inside of the 
Motor Side Box.  Hold the Motor Side Box in position at the same depth in 
the opening as the Shade Side Box, making sure that it is level.  Then, mark 
the location.  Attach the Motor Side Box by drilling the self-tapping screws 
through the back of the fascia and into the window frame.  Place screws 
approximately 3” from each end and install additional screws approximately 
every 12”.   

Step 3:  Adjust the Motor Limits 
Operate the motor in both directions and ensure it is stopping at the correct 
open and closed limit positions.  If the stop limits are not correct, adjust 
them as necessary per the motor programming instructions provided  
separately.   
Important Note:  It is critical that the motor stop limits are set at the correct 
locations before proceeding to the next step.  The limit switches for  
standard 4-wire motors will not be accessible once the side channels are 
fixed in place.   
 

Step 4:  Side Channel Retainer Piece Installation 
Make sure the fabric guide pieces inside the sliding extrusion are facing the 
shade box. Remove the adjustment screws and separate side channel re-
tainer piece from the sliding piece.  Attach side channel retainer piece to the 
side wall with the long side on the bottom. Use self tapping screws drilling 
through the alignment grooves on the inside of the extrusion. Place screws 
every 12”. Make sure the top of the extrusion is aligned up with the top of 
the motor and shade boxes. 

Step 5:  Side Channel Sliding Piece Installation 
Insert the sliding piece with the fabric guide facing shade box into the re-
tainer. Pull the hem bar with the shade out of the box and slide the shade 

side retained attached to the fabric into the sliding piece extrusion through 
the fabric guide. With the side of the shade retained inside the sliding piece 
lineup the screws with toped holes on the retainer piece.  

Please follow these Installation  
Instructions carefully. 

You will need a pencil, tape measure, drill, screwdriver, 
level, ladder, pliers, and appropriate fasteners.  Unless the 
shade is very small, you will need an assistant to help with 
the installation. 

Mariak Contract Ph:  (800) 562-7425 
575 W. Manville Street Fx:  (800) 459-6999 
Rancho Dominguez, CA 90220          www.mariak.com 



Step 6:  Adjusting the Sliding Piece Position 
The adjusting screws provide you with possibilities of adjusting position of 
the sliding side channel. If the shade is too tight is certain areas or too loose 
due to uneven or not parallel walls, you can compensate for those problems 
by adjusting the sliding piece position with the adjustment screws. The slid-
ing piece should remain straight regardless of the imperfections in the wall 

 

 

 

 

 

 

 

 

 
To place the sliding piece closer to retainer piece, screw out the adjustment 
screw until you reach desire position and than screw both pieces together. 

 
 
 
 
 
 
 
 
 

 
 
 

Step 7:  Testing the Premium Skylight 
Once the side channels and shade and motor boxes are secured in place, 
operate the shade and make sure it slides freely in the side channels. You 
can still make adjustment to the side channels position if you find it neces-
sary. Make sure the stop limits are set properly and the shades closes well. 

Step 7:  Covering the boxes 
Once all adjustments are done, close the top of the shade and motor boxes 
with provided top cover s. 


